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PROPRIETARY NOTE* *

DESIGNED & DIMENSIONED
IN INCHES [MILLIMETERS]

PATENT PENDING

DO NOT
SCALE FROM

THIS PRINT

LPAF-XX-XX.X-X-XX-X-K-TR

No OF POSITIONS
-10, -20, -30, -40, **-50
 (PER ROW)

ROW SPECIFICATION
 -04: 4 ROW
 -06: 6 ROW
 -08: 8 ROW
*-10: 10 ROW

LEAD STYLE
-03.0: 3.0mm
-03.5: 3.5mm

PLATING SPECIFICATION
-L: 10µ" GOLD ON CONTACT AREA,
      MATTE TIN ON TAIL
     (USE SUB-C-289-XX.X-L-X)
-S: 30µ" GOLD ON CONTACT AREA,
      MATTE TIN ON TAIL
     (USE SUB-C-289-XX.X-S-X)

PACKAGING
-TR: TAPE & REEL
       (SEE NOTES 4,5,7)

OPTION
-K: POLYIMIDE PAD
    (SEE FIG 3, SHT 3)

 -1: 63.0% TIN / 37.0% LEAD
      CRIMP TAIL
      (USE SUB-C-289-XX.X-X-1)
 -2: 95.5% TIN / 3.8% SILVER
      .7% COPPER CRIMP TAIL
      (USE SUB-C-289-XX.X-X-2)

SOLDER COMPOSITION & STYLE
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FIG 4
LPAF-40-03.0-X-08-X-TR SHOWN

(DIFFERENT AS SHOWN, OTHERWISE SAME AS FIG 1)
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FIG 1
LPAF-20-03.0-X-06-X-K-TR SHOWN

(SOME FEATURES REMOVED FOR CLARITY)

C

(**=NOT ENGINEERING APPROVED, 
       NOT TOOLED FOR 04, 06 & 10 ROWS). 

SHEET     OF

UNLESS  OTHERWISE  SPECIFIED,
DIMENSIONS ARE IN INCHES[MILLIMETERS].

TOLERANCES  ARE:
DECIMALS                     ANGLES
.XX: .01 [.3]               2
.XXX: .005 [.13]
.XXXX: .0020 [.051]
MATERIAL:

LPAF SOCKET ASSEMBLY

BY:

LPAF-XX-XX.X-X-XX-X-K-TR
DWG.  NO.

DESCRIPTION:DO  NOT  SCALE  DRAWING

R MUSSER 06/08/2009 31

SHEET SCALE: 3:1

INSULATOR: LCP, COLOR: BLACK
CONTACT: COPPER ALLOY

F:\DWG\MISC\MKTG\LPAF-XX-XX.X-X-XX-X-K-TR-MKT.SLDDRW

NOTES:

1.        REPRESENTS A CRITICAL DIMENSION.
2. PUSH OUT FORCE 0.50LBS [2.22N].
3. DIMENSION TO BE MEASURED IN ALL FOUR CORNERS.
4. TAPE & REEL WILL BE SUPPLIED WHETHER OR NOT -TR IS SPECIFIED.
5. FOR QUANTITIES UP TO 49 PCS, NO LEADER, TRAILER OR REEL WILL BE
    SUPPLIED. FOR 50-124 PIECES, NO LEADER OR TRAILER WILL BE SUPPLIED.
6. NOTE DELETED.
7. ATTACH LABEL "SEAX-0001" TO EACH TAPE & REEL PACKAGE.
8. MAXIMUM VARIATION BETWEEN ROWS:  0.003 [0.08].  TO BE MEASURED
    AT FIRST AND LAST POSITIONS ONLY, ALL ROWS.
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SHEET SCALE: 3:1
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FIG 2
LPAF-20-03.5-X-06-X-X-K-TR SHOWN

(SOME FEATURES REMOVED FOR CLARITY)

FIG 3
-K: POLYIMIDE PAD

(USE K-DOT-XXX-XXX-XXX)
LPAF-20-03.0-X-06-X-K-TR SHOWN

(SOME FEATURES REMOVED FOR CLARITY)
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